
The original of this declaration of performance was written in German. In the event of
deviations in the translation, the German version shall be valid.
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DECLARATION OF PERFORMANCE
No-Sikla-1.1-101
REGULATION (EU) No 305/2011

Unique identification code of the
product-type

Wedge Anchor AN BZ plus and AN BZ-IG

Intended use Mechanical fastener for use in concrete,
see Annex B

Manufacturer Sikla Holding GmbH
Ägydiplatz 3
4600 Thalheim bei Wels - Österreich

System of AVCP System 1

European Assessment Document: EAD 330232-01-0601 Edition 05/2021

   European Technical Assessment ETA-10/0259, 10.01.2023

Technical Assessment Body DIBt, Berlin

Notified body Technische Universität Darmstadt - NB 2873

The performance of the product identified above is in conformity with the set of declared
performances. This declaration of performance is issued, in accordance with Regulation (EU) No
305/2011, under the sole responsibility of the manufacturer identified above.
Signed for and on behalf of the manufacturer by:

Villingen-Schwenningen, 20.02.2023

Günter Brugger | Head of IPRM Achim Münch | Head of QM

Essential characteristics Performance
Mechanical resistance and stability (BWR 1)
Characteristic resistance to tension load
(static and quasi-static loading)

AN BZ plus: Annex B4, B5, C1-C4
AN BZ-IG:    Annex B8, C11-C12

Characteristic resistance to shear load
(static and quasi-static loading)

AN BZ plus: Annex C5
AN BZ-IG:    Annex C13

Displacements (static and quasi-static loading) AN BZ plus: Annex C9-C10
AN BZ-IG:    Annex C15

Characteristic resistance and displacements for
seismic performance category C1 and C2

AN BZ plus: Annex C6, C9-C10
AN BZ-IG:    NPD

Safety in case of fire (BWR 2)
Reaction to fire Class A1

Resistance to fire AN BZ plus: Annex C7-C8
AN BZ-IG:    Annex C14

Aspects of durability
Durability Annex B1








































